XE350 1to 4 Channels

PROTECTION & RELIABILITY INSTRUMENTS

SC200 series signal conditioner box. NEMA 4X fiberglass
enclosure, DC voltage output, with power, no entry or exit provided.

Product Features

Accommodates up to 4 SC200 Series Signal
Conditioners

Signal conditioners sold separately

» Provides VDC Signals along with dynamic
outputs, from remote installed
accelerometers to PLC/DCS systems and
portable data collectors

» Constant DC Voltage with available dynamic
signal via BNC jack or screw terminals

» Includes internal DC Power Supply with
100-YAC Input
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Specifications
Temperature Range 15° to 140°F (-10° to 60°C)
Enclosure Material Fiberglass
Power 100-240 VAC
Inputs Vibration Input: 1 Input/channel
Channel Options 1- 4 channels
Rating NEMA 4X
Door Closure Snap Latches
. - 11.73 x 13.74 x 6.93 in
Dimensions
(298 x 349 x 176 mm)
Resistance Resistant to Hose Directed Fluid and Corrosion
Ordering Information
XE350 - - D m
Temperature Number of Channels Enclosure Entry Enclosure Exit
T = Temp/Vibration 01 = 1 Channel A = Nore A = None
':P ot 02 - 2 Channels B = 1In. condutt fitt 8- 1In. condut
Blank - Vibration - and % n. condu ng
nput only 2 : g:::: fitting for power
C - Cord grips (1 per

channal) and % n.

condut fitting for

power

Lifetime Warranty on Materials & Workmanship
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