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2-12 Channel Switch Module and Intrinsically Safe Barriers, = TS B LR Ol o
Stainless Steel Enclosure

Product Features

Accommodates up to 12 Intrinsically Safe Xener
Barriers

Enclosure protects components from dirt, dust,
oil and water

» Barriers included with enclosure, with
¢ sensors and cabling sold and specified
oeTerersrse il 4 separately

» Barriers prewired to switch module for easy
installation

> Safe zone installation only
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Specifications

Temperature Range -58°180°F (-50° to 82°C)

Enclosure Material Stainless Steel

Inputs Intrinsically Safe Accelerometers

Outputs BNC Jack and 2 Pin MIL

Continuous Output Multi-pin connector for interface with online systems (optional) Requires JB907-3A
Channel Options 2 - 12 Channels

Rating NEMA 4X

Door Closure Twist Lock

Ordering Information

SSB - - D |_—r]

Enclosure Type Channels Enclosure Entry Enclosure Exit
9100 = Fbarglass Enclosure 2 2 Channels 8 = Channals A = User Defnad” A = User Dafined
9101 = Fbarglass Enclosure 3= 3 Channals 9 = Channals B - Condult Atting™ B - Condult Ftting
with Continuous Output | |4 _ 4Channels 10 - Channels C - Cord Grips
m - x": x: 2&" §-5Channals 11 = Channals s- gﬂlnl'eu Steal Cord
= S ® | |6=6Channels 12 = Channals ps
with Continuous Output 7= 7 Channels

*No punch outs are providad in the anclosure for cable entry.
Usar may Install any fitting requirad.

**Foruse with condult.

"Stainless steal enclosures only.

Lifetime Warranty on Materials & Workmanship
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